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DEPARTMENT OF ENVIRONMENTAL QUALITY 
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Secretary of Natural Resources 355-A Deadmore Street, Abingdon, Virginia 24210 Director 

Phone(276)676^00Fax(276)67(M899 ^ 
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March 15,2017 

Mr. Dennis Carroll 
President 
Consolidated Glass & Mirror Corporation 
110 Jack Guynn Drive 
Galax, Virgiilia 24333 

Location: Galax, Virginia 
Registration No. 11085 

Facility ID No. 51-640-00067 
Dear Mr. Carroll: 

Attached is a permit to operate your mirror manufacturing facility pursuant to 
9 VAC 5 Chapter 80 of the Virginia Regulations for the Control and Abatement of Air 
Pollution. 

The permit contains legally enforceable conditions. Failure to comply may reslilt 
in a Notice of Violation and civil penajty. Please'read all ^ ^ ^ ^ ^ ^ ^ ^ | i v . 

In evaluating the application and arriving at a final decision to issue this permit, 
the Department deemed the application complete on November 3, 2016, and solicited 
written public comments by placing a newspaper advertisement in the Galax Gazette on 
January 25, 2017. The thirty-day comment period (provided for in 9 VAC 5-80-270) 
expired on February 24, 2017, with no comments having been received in this office. 

This approval to operate does not relieve Consolidated Glass & Mirror 
Corporation ofthe responsibility to comply with all other local, state, and federal permit 
regulations. 

Issuance of this permit is a case decision. The Regulations, at 9 VAC 5-170-200, 
provide that you may request a formal hearing from this case decision by filing a petition 
with the Board within 30 days after this permit is mailed or delivered to you. Please 
consult that and other relevant provisions for additional requirements for such requests. 
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Additionally, as provided by Rule 2A:2 ofthe Supreme Court of Virginia, you have 30 
days from the date you actually received this permit or the date on which it was mailed to you, 
whichever occurred first, within which to initiate an appeal to court by filing a Notice of Appeal 
with: 

David K. Paylor, Director 
Department of Environmental Quality 
P.O. Box 1105 
Richmond, Virginia 23218 

In the event that you receive this permit by mail, three days are added to the thirty-day period in 
which to file an appeal. Please refer to Part Two A of the Rules of the Supreme Court of 
Virginia for additional information including filing dates and the required content of the Notice of 
Appeal. 

If you have any questions concerning this permit, please call me at (276) 676-4835. 

Air Permit Manager 

Attachment: Permit 

cc: Director, QAPP (electronic file submission) 
Manager, pata Ana|ysis (e|octro^c file submission) 
Chief, Air Enforcement Branch (3AT13). U.S. EPA, Region III 



COMMONWEALTH of VIRGINIA 
DEPARTMENT OF ENVIRONMENTAL QUALITY 

SOUTHWEST REGIONAL OFFICE 
Molly Joseph ward 355-A Deadmore Street, Abingdon, Virginia 24210 David K Paylor 
Secretary of Natural (276) 676-4800 Fax: (276) 676-4899 D , r e c t o r 

Resources WWW.deq.virginia.gov Jeffrey L. Hurst 
Regional Director 

Federal Operating Permit 
Article 1 

Until such time as this permit is reopened and revised, modified, revoked, terminated or it 
expires, the permittee is authorized to operate in accordance with the terms and conditions 
contained herein. This permit is issued under the authority of Title 10.1, Chapter 13, §10.1-1322 
of the Air Pollution Control Law of Virginia. This permit is issued consistent with the 
Administrative Process Act, and 9 VAC 5-80-50 through 9 VAC 5-80-305 of the State Air 
Pollution Control Board Regulations for the Control and Abatement of Air Pollution of the 
Commonwealth of Virginia. 

Authorization to operate a Stationary Source of Air Pollution as described in this permit is 
hereby granted to: 

Permittee Name: CONSOLIDATED GLASS & MIRROR 
CORPORATION 

Facility Name: PLANT NO. 2 

Facility Address: 110 JACK GUYNN DRIVE, GALAX VA 

DEQ Registration No: 11085 

Permit Number: SWRO11085 

Effective Date: MARCH 16, 2017 

Expiration Date: MARCH 15, 2022 

Regional Director 
Department of Environmental Quality 
Signature Date: / W o f fS~; 2.0f7 

Table of Contents, 1 page 
Permit Conditions, 23 pages 
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Facility Information 

Responsible Official 
Mn Dennis Carroll 
(276)23675196 

Contact Person 
Mike Sizemore 

Facility 
Plant No. 2 
110 Jack Guynn Drive, Galax, VA 

County-Plant Identification Number: 51 -640-00067 

Facility Description: NAICS No. 327215 - Glass Product Manufacturing Made of 
Purchased Glass (SIC -3231) 

Consolidated Glass & Mirror Corporation manufactures glass mirrors at their Plant #2, in 
Galax, Virginia. Sheets of glass are delivered to the plant and fed onto the silver line 
where they are transformed into mirrors on a constantly moving conveyor line. The top 
surface of the glass is cleaned with water and automated rotating brushes and is then 
lightly etched With cerium oxide. The cerium oxide roughens the surface of the glass 
and improves chemical adhesion. A tin sensitizer solution chemically bonds the silver 
solution (which produces the reflective mirror surface) to the glass. A copper solution is 
applied over the silver solution to improve the adhesion of the mirror backing paint to 
the reflective mirror surface. The mirrors are then heated in an electric oven. The 
heated mirrors pass through a continuously flowing curtain of paint at the curtain coater. 
The backing paint is applied over the reflective metals to protect them from 
environmental conditions (moisture). The viscosity of the backing paint is constantly 
monitored and additional solvent is added as needed. The mirror back painting process 
is responsible for the majority of the VOC emissions from the facility. 

After exiting the curtain coater, the mirrors are dried in a series of infrared ovens that 
encompass a section of the conveyor line. The mirrors are allowed to cool slightly 
before entering the rotogravure, which applies an ultra-violet (UV) coating over the 
backing paint to protect and improve its durability. UV light is used to cure the UV 
coating. Ink lettering may be applied to the back of the mirror, depending on the 
customer's requirements. 
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The mirrors are then unloaded from the conveyorline and inspected forflaws. The 
mirrors maythenbesentdirectlyto shipping ortoanyofthe various cutting, grinding, 
sealing,and^orbeveling operations atthe facility. 

Emission sources atthe facility include the the curiaincoater(mirrorbackir^gp^^ 
glass cutting lubricant, glassgrinding^beveling coolant, andthepolyurethanesea^ 
application process. 

The facility containsone1,050,000Btu^hrpropane-fired boiler, forty-twopr^pa 
space heaters withacombined rated capacity of 5,353,000 Btu^hr,four^benJarc^ 
propane-^redwater heaters withacombined rated capacity of 2,520,000 Btu^hr,and 
one propane-fired waterheaterrated at 440,000 Btu^hrlocated in the tr^ckwash 
building. 

The facility IsaTitleVmajprsourceofVOC,^ 
air pollutant (HAP) emissions. This source is located^n an attainment area for all 
criteria pollutants. The facility is currentlypermitted^hderamiho^ 
onMaY22,2012. 

Compliance Assurance Monitoring (OAM)requirements(40OPR^ 
to this facility since there are no pollution control devices associated with the emission 
units. 
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Emission Units 

Equipment to be operated consists Of: 

'.Emission', 
:ynjnp--« 

Stack". 
_ j b ; ^ 

,r- ' ' - I 
, 'Emission Umit Descng»@en .•>- \ Size/Rated Capacity . ;'ik^fPC®}: •, 

Des#pti8n i 

. PCD ' 

' 1 0 

, Pollutant 1 ^pplfGitfevPeifiroi i 
CpRtFofled 1 . We ~i 

Fuel Burn ng Equipment (all propane-fired) 
"' 

3:A 3.A Ace'Buchler model B11E boiler 1.06 mmBtu/hr - - -

NSR permit 4 

issued May 22, 
2012 

3.B n/a 1 - Cox Radiant 100-6 space heater 0.15 mmBtu/hr - - -

NSR permit 4 

issued May 22, 
2012 

3.C n/a 1 - Carrier 48 HD008-6 space heater 0.203 m4mBtu/hr - - -

NSR permit 4 

issued May 22, 
2012 

3D n/a 40 - Cox Radiant 125-6 space heaters 0.125 mmBtu/hr each - - -
NSR permit 4 

issued May 22, 
2012 

3.E 3.05 Weben-Jarco AJH-CN35 water heater (1989) " 0.35 mmBtu/hr - - -
NSR permit 4 

issued May 22, 
2012 3.F 3.06 Weben-Jarco AJH-CN50 water heater (1989) 0.5 mmBtu/hr - - -

NSR permit 4 

issued May 22, 
2012 

3.G 3.07 Weben-Jarco AJH-CN70 water heater (1989) 0.7 mmBtu/hr - - -

NSR permit 4 

issued May 22, 
2012 

3.H 3.08 Weben-Jarco AJH-CN97 water heater (1989) 0.97 mmBtu/hr - - -

NSR permit 4 

issued May 22, 
2012 

3.1 3.09 Parleys GEM-4SLP water heater 0.44 mmBtu/hr - -

NSR permit 4 

issued May 22, 
2012 

3J - Generac Emergency Generator -
manufactured 11/29/07 -

0.53 mmBtu/hr 

(208 hp) . ... " -
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Emission j 
Unit ID ' 

Stack.': 
4 ID 
v-.--:1 V ; ' ^ : 

i'C ./ 
; j< <r Einission Unit Description 4 Size/Rated Oapaetfy 

PoButforr Control 
Device (PCD) PCD 

ID • 
, Pollutant 

Controlled 

. ^ • ' ^ r X i "•• ." 'V'j.; P : 

A^ptefplte Phrmit i 

\{#>We 
^ . i , : ?t*c&. '. ' i 

Curtain C< >ater - Mi rror Back Painting 

1.A 2,3,4 Sommer and Maca mirror backing paint 
curtain coater 40 gpm - - -

NSR permit 
issued May 22, 

2012 

Rotogravi ire UVPr ocess 

1.8 1.C Sommer and Maca rotogravure UV roll coater 7 Ibs/hr - - -
NSR permit 

issued May 22, 
2012 

Glass Cut ting 

2 - Lubricant for Bystronic Glass Cutting Machine 2 Ibs/hr - - -
NSR permit 

issued May 22, 
2012 

Glass Grir iding & Bi sveling 

4 - Coolant for glass grinding & beveling 
operations 200 gal/wk - - -

NSR permit 
issued May 22, 

2012. . . ^ 

Polyurethi ine sealin g system 
" ' .• -'v. • 7 ' . ,:' 

5 - Polyurethane sealant application system 50 Ibs/hr - - -
NSR permit 

issued May 22, 
2012 
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Fuel Burning Equipment Requirements - (emission unit ID# 3) 

1. Fuel Burning Equipment Requirements (emission unit ID#s 3A, 3B, 3C, 3D, 
3Ei 3F, 3G, .3H, and 31) - Limitations - The approved fuel for trie space heaters, 
water heate^, arid the boilerjs prppane. A change in fhe fuel may require a 
permit to mbdiiy and operate.̂  i 
(9 VAC 5-80-118a 9 vXc 5-80-116 B, arid Condition 2 of the NSR permit issued 
May 22, 2012) , , 

2. Fuel Burning Equipment Requirements - (emission unit ID#s 3A, 3B, 3C, 3D, 
3E, 3F, 3G, 3H, and 31) - Limitations - The combined emissions from the 
operation of t M forty-two (42) propane-fired space heaters, the five (5) propane-
fired water heaters, and propane-fired boiler shall not exceed the limits specified 
b#w= _ . , , ...... 
Total Suspended Particulate/PM10 0.14 Ibs/hr 0.60 tons/yr 
SulfUrDioxide(S02) 0.18 Ibs/hr 0.80 tons/yr 
Nitrogen Oxides (as N02) 1.08 Ibs/hr 4.73 tons/yr 
Carbon Monoxide 0.27 Ibs/hr 1.20 tons/yr 
Volatile Organic Compounds 0.05 Ibs/hr 0.24 tons/yr 
(9 VAC 5-50-260, 9 VAC 5-80-110 B, and Condition 16 of the NSR permit issued 
May 22, 2012) 
-fn?w;if: . •'• * ; • s: , -n • ; M •• 

3. Fuel Burning Equipment Requirements - (emission unit ID# 3J) r 
Limitations - The approved fuel for the Generac-emergencyrgenerator is 
propane. A change in the fuel may require a> permit to modifŷ  and operate. 
(9 VAC 5^80-110 B) 

4. Fuel Burning Equipment Requirements - (emission unit ID# 3J) -
Limitations -'For trie Generac emergency generator (ID# 3J) to be considered 
an emergency stationary reciprocating internal: combustion engine under 
40CFp6§, Subpart ZZZZ.! National Emission Standards for Hazardous Air 
Poilutants fopStationarv ReciDrocatina Intern Engines, its 
operation shall be limited to orhergehcy situations as specified 40CFR63.6640(f) 
and the non-emergency operations identified in 40CFR63.6640(f)(3) and (f)(4). If 
the unit fails to comply with any Of the requirements for emergency engines, it will 
not be considered an emergency engine and shall meet emission standards and 
other applicable requirements for non-emergency engines. 
(9 VAC 5-80-110, 46bFR63'f6640(fj) 

5. Fuel Burning Equipment Requirements - (emission unit ID#s 3A, 3B, 3C, 3D, 
3E, 3F, 3G, 3H, and 31) - Monitoring and Recordkeeping - The permittee shall 
maintain records of all emission data arid operating parameters necessary to 
demonstrate compliance with this permit. The content of and format of such 
records shall be arranged with the Director, Southwest Regional Office. These 
records shall include, but are not limited to, the combined annual consumption of 
propane in the forty-wo (42) propane-fired space heaters, five (5) propane-fired 
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water heaters, and the propane-fired boiler (as listed in Condition 1 of the NSR 
permit issued May 22,2012), calculated as the sum of each consecutive twelve 
(12) month period. Hourly throughput (or emissions) shall be calculated by 
dividing the total j^rjf^lylh^MghS^ {^^(hijsSldns)" 1>y'tr^'bbjf^s^r^'Hd.llouVs 
of unit Operation. Annual thr^u|hput and "emissions shall be calculated as the 
sum of each consecutive 12-rYidnth peliod. these records shall be available for 
inspection by the DEQ and shall be current for the ftiost fe<?eht five (5) years. 

The periodic monitoring requirements for the propane-fired space heaters, water 
h^atere, and boiler shgii be accomplished through the recprdkeeping 
requiremonts listed abpve. V . - •"' 
(9 VAC 5:50.50, 9 VAC 5-80-110 B, and Condition 17 of the NSR permit issued 
May 22, 2012) 

6. Fuel Burning Equipment Requirements - (emission unit ID# 3) - Testing - If 
testing is conducted in addition to the monitoring Specified in this permit, the 
permittee shall use the appropriate methods in accordance with procedures 
approved by the DEQ. ••< 
(9 VAC 5,807110) 

Process Equipment Requirements - (emission unit ID# 1 A) 

7. Process Equipment Requirements - (emission unit ID# 1A) - Limitations -
The curtain #atenmirmi%back painting operation?shall consume, no more than 
24.0 Ibs/hr and 48.3 tons/yr of reducer, calculated as the sum of each ; 
consecutive 12-monthperiod. 
(9 VAC 5-80-1180, 9 VAC 5-80-110 B, and Condition 4 of the NSR permit issued 
May 22, 2012) 

8. Process Equipment Requirements - (emission unit ID# 1 A) - Limitations -
The curtain coater mirror back, painting operation shall consume no more than 
100 Ibs/hr and 850 Ibs/yr qf Red Sppt.Rajnt & Varnish Co., Iric.'s Guardian Galax 
CC coating, or equivalent, calculated as the sum of each consecutive 12-rrionth 
period. The volatile organic compound (VOC) content of the paint shall not 
exceed 52.63% by weight. 
(9 VAC 5-80-1180, 9 VAC 5-80-110 B, and Condition 5 of the NSR permit issued 
May 22, 2012) 

9. Process Equipment Requirements - (emission unit ID# 1A) - Limitations -
The curtain coater mirror back painting operation shall consume no more than 
177 9 Ibs/hr and 391.0 tons/yr of paint, calculated as the sum of each 
consecutive 12 - month period. Only paints identified as UC 57354, UC 57460, 
Betashield 5000 (07280207 and 07280177), Valspar 900X100, Sureguard 
D900X170 Gray Low Lead Rollcoat, Valspar 10L093, or their equivalents, 
may be utilized in the curtain coating mirror back painting operation. The volatile 
organic compound (VOC) content of the paint shall not exceed 44.57% by 
weight. 
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(9 VAC 5-80-1180, 9 VAC 5-80-110 B, and Condition 6 of the NSR permit issued 
May 22, 2012) 

10. Process Equipment Requirements - (emission unit ID# 1 A) - Limitations -
Emissions from the operation of the curtain coater mirror back painting operation 
shall not exceed the limitations specified below: 

Volatile Organic Compounds 103.29 Ibs/hr 222.57 tons/yr 

Annual emissions are to be calculated as the sum of each consecutive 12-month 
period.. ; • • '. /• • t n - : . -, \ 
(9 VAC 5-50-260, 9 VAC 5-80-11 O B. and Condition 12 of the NSR permit issued 
May 22,2012) 

M ! • ' , . 

11. Process Equipment Requirements - (emission unit ID# 1 A ) - Monitoring 
and R&cordke^^ihgthe permittee shili maintain a monthly and annual 
rnaterial b'alalhce Wthe curtain coater mirror ba*ck painting dperation, including 
the throughput and erriissionsofVOC. Hoiirly thrdu^h^ul (or emiSsions) sha|| be 
calculated by dividing the total monthly throughput (or emissions) by the 
' • . ' - r : <yy ' ffiji • * ' Jv-"' '"^VFi* r- !• V ' i i • -.'.-u" u . .». „ . 

corresponding hours of unit operatjoPu Annual throughput a,nd emissions shall be 
calcu|a^ed as the sum of eac^ ^ n s ^ ^ i y e 12-|ri6n.th'p|npd, These records shall 
be available for inspection by thei DEO" and shall be current for the most recent 
five (5) years. 

!'. ' '.' ,' i 1 - " , ' • . • " .» •>• ( \ ' - t 

The 'periodic monitonrid requirements for the 'curtain coater mirror back painting 
operation shall be accomplished through the recordkeeping requirements listed 
above. 
(9 VAC 5-50-50, 9 VAC 5-80-110 B, and Condition 17 ofthe NSR permit issued 
May 22, 2012) . :, 

12. P ro^s^ Equipment Requirements.- (ejnfs^ion un ît ID#,1A)- Testing - If 
testing,is conducted in addition to the monitonng specified in this perrhit, the 
permittee s^alj use the appropriate methods ip accordance with procedures 
approved by the DEQ. 
(9 VAC 5:80-110) 

Process Equipment Requirements - (emission unit ID# 1B) 

13. Process Equipment Requirements - (emission unit ID# 16) - Limitations -
The rotogravure UV coating process shall consume nO more than 25 Ibs/hr and 
73 tons/yr of the Fenzi S.P.A. Topcoat UV 1 coating or its equivalent, calculated 
as the sum of each consecutive 12- month period. 
(9 VAC 5-80-1180, 5-80-110 B, and Condition 7 of the NSR permit issued May 
22, 2012) 

14. Process Equipment Requirements - (emission unit ID# 16) - Limitations -
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Emissions from the operation ofthe rotogravure UV coating process shall riot 
exceed the limitations specified below: 

Volatile'Organic Compounds 2,75 Ibs/hr 8.03 tons/yr 

Annual emissions are to be calculated as the sum of each consecutive 12-month 
period. 
(9 VAC 5-50T260, 9 VAC 5-80-110 B, and Condition 13 of the NSR.permit issued 
May 22, 2012) 

15. Process Equipment Requirements - (emission unit ID# 1B) - Monitoring 
arid Recordkeeping - The permittee shall maintain a monthly and annual 
material balance for the rotogravure UV coating process including the throughput 
and emissions of VOC. Hourly throughput (or emissions) shall be calculated by 
djvidjn,g pe totel # q # j y thrpughp^Jt (qr emiss ions) b^the cprre#gnding hours 
of qrijtppe^jpnjVArinu 
sum.of jB^ci^^ni^uitiye 12:month period. These records shall be .available for 
inspection by the DEQ and ?hall be current for the most recent fjvq (5) years. 

The periodic mbnltdnnp requirernents for the rotogravure UV coating process 
Shall be accompli#ried through the recdrdkeerj|irig requiremepts listed abpve. 
(9 VAC 5-50-50, 9 vXCJ5-86-110 B,' aMd ̂ Condition 17 ofthe NSR permit issued 
%f\- 1 i ' >• " u , '. - ' ',- :J 

May 22, 2012) 
i ' 

16. Process Equipment Requirements - (emission unit ID# 1B) - Testing - If 
testing is conducted -in. addition to the monitoring specified in this perrnitf the 
pormTtjef .shall us^ithe appropriate rn#nods in, accordance with procedures 
approved by the DEQ. 
(9VAC^-8O^11O) 

Process Equipment Requirements - (emission unit ID# 2) 

17. Process Equipment Requiremerite - (emission unit ID# 2) - Limitations -
The^liss cutting operations shall cbhsume ho more thari 65.0 Ibs/hr and 10.0 
tons/yr of mineral spirits or equivalent lubricant, calculated aS the sum of each 
consecutive 12-month period. 
(9 VAC 5-80-10, 5-80-110 B, and Condition 8 of the NSR permit issued May 22, 
2012) ^ 

18. Process Equipment Requirements - (emission unit ID# 2) - Limitations -
Emissions from the glass clitting operations shall not exceed the limitations 
specified below: 

Volatile Organic Compounds 65.00 Ibs/hr 10.00 tons/yr 

Annual emissions are to be calculated as the sum of each consecutive 
12-month period. 
(9 VAC 5-50-260; 9 VAC 5-80-110 B, and Condition 14 ofthe NSR permit issued 



Consolidated Glass & Mirror - Plant 2 
Permit Number: SWRO11085 

Page 9 

May 22, 2012) 

19. Process Equipment Requirements - (emission unit ID# 2) - Monitoring and 
Recordkeeping -The permittee shall maintain a monthly and annual material 
balance for the glass cutting operations including' the throughput arid emissions 
of VOC. Hourly throughput (or emissions) shall be calculated by dividing the total 
monthly throughput (of emissions) by the cOfrespdhdihg hours of Jnit operation. 
Annual throughput arid emissions shall be calculated as the Sum of each 
consecutive 12-month period. These records shall be available for inspection by 
the DEQ and shall be current for the most recent five (5) years. 

The periodic monitoring requirements for the glass cutting operations shall be 
accomplished through the, recordkeeping requirements listed above. 
(9 VAC SrSOrSG, 9- VAC 5-80-110 $, andiGondition 17 of the N#R permit issued 
May 22, 2012) .. - ... v 

20. Process Equipment Requirements - (emission unit ID# 2) -Testing - I f 
testing is conducted in addition to the monitoring specified in this permit, the 
permittee shall use the appropriate methods in accordance with procedures 
approved by the DEQ. 
(9 VAC 5-80-110) 
: : ' i J ' i c ,•• > • i ; • •• • - - . 

Process Equipment Requirements -' (emission unit IE># 4) 

21. Process? Equipment Requirements - (emission unit ID# 4) - Limitations -The 
glass gTiriding &^eVelirig) Operations shall corisurAe no more than 13.9 Ibs/hr and 
50.0 tons/yr of Quaker Microcut 106-C, or equivalent coolant, calculated as the 
sumof each consecutive 12-month period. (9 
VA'O 5-86M180, 5-80-l'l 0 B. ̂ nd Condition 9 Of the NSR permit issued May 22, 
2oi2) "'• ' ' • ' y ' ' 

22. Process Equipment Requirements - (emission unit ID# 4) - Limitations -
Emissions from the circulation and storage ofthe glass coolant shall not exceed 
the limitations specified below: 

Volatile Organic Compounds 1.39 Ibs/hr 5.00 tons/yr 

Annual emissions are to be calculated as the sum of each consecutive twelve 
12-month period. (9 
VAC 5-50^260, 9 VAC 5-80-110 B, and Conditions 15 ofthe NSR permit issued 
May 22, 2012) 

23. Process Equipment Requirements - (emission unit ID# 4) - Monitoring and 
Recordkeeping -The permittee shall maintain a monthly and annual material 
balance for the glass coolant used in the glass grinding & beveling operations, 
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including the throughput and emissions of VOC. Hourly throughput (or 
emissions) shall be calculated by dividing the total monthly throughput (or 
emissions) by the corresponding hours of unit operation. Annual throughput and 
emissions shajl be calculatedjas the sum of each consecutive .12-month period. 
"%(Bse %ec#rds sha|l #e aya|lab|e for inspection by the DEQ and shall be current 
for the r#ost Recent five (5) years. 

The periodic monitoring requirements for the glass grinding & beveling 
operations shall be accpmplished through the recordkeeping requirements listed 
above. .. 
(9 VAC 5-50-5Q, 9 VAC 5,-80-110 B, and pondition. 17 of the NSR permit issued 
May 22, 2012) 

24. Process Equipment Requirements (emission unit |D# 4) - Testing - If 
testing'is conducted in addition to the monitoring specified in this permit, the 
permittee shall use the appropriate methods in accordance with procedures 
approved b̂y the DEQ. . . . . . . . . 
(9 VAC 5-80-110) 

Process Equipment Requirements - (emission unit ID# 5) 

25. Process Equipment Requirements - (emission unit ID# 5) - Limitations -The 
polyurethane sealant appjication process (Unit ip^No. 5), shall consume.no more 
than 50.0 Ibs/hr and 13.0 tons/yr of 3M™ Polyurethane Sealant 540, or 
.equivalent, calculated, as, tbej gym each GjBnsecutiyê  12 ? month penjod. 
(9 VAC 5-80-1180, 5-80-410 B, and Condition 3 ofthe NSR permit issued May 
22,2012) . - ' 

26. Process Equipment Requirements - (emission unit ID# 5) - Lljnit&tipns -
Emissions fromlhe poiyurethane sealant application process shall hot exceed 
the limitations specified below: 

Volatile Organic Compounds 2:30 Ibs/hr 0.60 tons/yr 

Annual emissions are to be calculated as the sum of each consecutive twelve 
12-month period. (9 
VAC 5-50-260,9 VAC 5-80-110 B, and Condition 11 of the NSR permit issued 
May 22, 2012) 

27. Process Equipment Requirements - (emission unit ID# 5) - Monitoring and 
Recordkeeping -The permittee shall maintain a monthly and annual material 
balance for the polyurethane sealant application process, including the 
throughput and emissions of VOC. Hourly throughput (or emissions) shall be 
calculated by dividing the total monthly throughput (Or emissioris) by the 
corresponding hours of unit operation. Annual throughput and emissions shall be 
calculated as the sum of each consecutive 12-rriOnth period. These records shall 
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be available for inspection by the DEQ and shall be current for the most recent 
five (5) years. 

The periodic monitoring requirements for the glass grinding & beveling 
operations shall be accomplished through the recordkeeping requirements listed 
above ' 
( # W c 5-50-50, 9 VAC 5-80-110 B, and Condition 17 ofthe NSR permit issued 
May 22, 2012) 

28. Process Equipment Requirements - (emission unit ID# 5) - Teft jng - If 
testing is conlupted in addition to the monitoring specified In thi§,pefn^it, jthe 
permiAee shall use the appropriate methods in accordance with procedures 
approved by me DEQ. 
(9 VAC 5-80-110) 

•r. . t C •'• ; > " ; • <• • ' ' ' " ' ' " ' "' 

Facility Wide Conditions 

29. F ^ l i ^ ^ d ^ C j o ^ i t i p n s T Lipitatlpns -The annual production of rniriors shall 
n%%cee({,52 miiiion square feet, calculated as the sum of each consecutive 
•• : \u "ii'SS T ~ & \ • is' 'I ' ' ' • >./ • . ..••.> / o 
12-month penod. v * 
VAC 5-80-1180, 5-80-110 B, and Condition 10 ofthe NSR permit issued May 22, 
2012) • . ; K : ; 

30. F a ^ ^ i p l l ^ 
shall ^ujse or pe#)t k be ̂ charged into the atmosphere # m any ^ffeqted 
f a c l l j ^ tbah # % opacity, (B^^pt for 
one six-minute period in any hourof not more than ̂ ^ ^ P ^ w ^ ^ f f ^ ^ meet 
these requirements due to the presence of water vapor shell*not be se&n as a 
violation. 
(9 VAC 5*50-80 and 9 VAC 5-80-110) 

31. F a # i t y # l d e c 6 M i t i 6 n s - Limitations - Violation o f Ambient Air Quality 
Standard - t h e b e l i t t l e sHiifh" d$>6rii i ^ q ^ s l of the bEQ]|reducg thei # W o f 
operation or shut down a facility, as necessary to avoid violatirig any primary 
ambient air quflity standard, and shall not return to normal operation .yntil such 
t imers tbe ambient eir quality, standard wjll not be violated 
(9 VAC 5-2O-18O J. 9 VAC 5-80-110 B, and Condition 20 of the NSR permit 
issued May 22, 2012) 

32. Facility Wide Conditions - Monitoring and Recordkeeping - Equipment 
Maintenance arid Operating Procedures - In order to minimize the duration 
and frequency of excess emissions due to malfunctions Of process equipment or 
air pollution control equipment, the permittee shall: 

a. Deyelqp a maintenance schedule and maintain records of all scheduled and 
non-scheduled maintenance. 

b. Maintain an inventory of spare parts that are needed to minimize the duration 
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of air pollution control equipment breakdowns. 

c. Have available written operating procedures for equipment, these 
procedures shall be based on the manufacturer's recommendations, at a 
minimum. 

d. train operators in the proper operation of all such equipment and familiarize 
theoperators with the written operating procedures. The permittee shall 
maintain records ofthe training provided including the names of trainees, the 
date of training and the nature of the training. 

Recojtljb of maintenance and training shall be maintained on site for a period of 
five (5) years arid shall be made available to DEQ personnel Upon request. 
(9" VAC 5-50-20 E, 9 VAC 5-80-116, a'hd Condition 21 of.the NSR perrnit1 issued 
May 22, 2012) 

33. Facility Wide Conditions - Monitoring and Recordkeeping - The permittee 
shall maintain records of the yearly throughput of mirrors, calculated asjthe sum 
of each consecutive 12 - month period, these records shall be available for 
Irisf eblibn % the' D M and shall b^curriht#r the most # W n t M W'years. 
(9 Vkb'5-5%50, 9 VAC 5-80-116 B. ̂ and Cbnditibn^ 17 of i ini NSR1 p'errriif issued 
May 22,2012) . : 
• j . t , • .-. _ - ;'• , . ; • . 

34. Facility Wide Conditions - Testing - The permitted facility shall be 
constructed so as to. allow for emissions testing upon reasonable notice at any 
t i ^ u s i n g appropriMe m&thpdh. gpgjn t # r#u#Wthe'bbard^he p^ner shall 
proyide, px c^use td b% provided, #mipsi0ns testing facilities to include: adequate 
sairip1|n| ;ports; We ^rnpling platforms with safe access; and utilities for 
sarn^iirfg and'testing equipment. 
. / I # " j Y * " i " > - \ \ i • * i • & 7 > 3 j ? i < . r I •* 

(9 VAC 5-50^30 arid 9 VAC 5-80-110) 
35. Facility Wide Conditions - Testing - If testing is conducted in addition to the 

r^ i te^^sp jsc j f ^ l in t^s permit, the permittee shall ii^e the appropriate 
. m^^qds in.accor^ance with procedures approved by the DEQ. 

VAC5-80-110) 7 

36. Facility Wide Conditions - Reporting - The permittee shall furnish notification 
to the Director, Southwest Regional Office, Of rnalfunctiOris of the affected faciiity 
or related air pollution control equipment that may cause excess emissions for 
more than one hour, by facsimile transmission or telephone. Such notifications 
Shall be made as .soon as practicable, but no later than four daytime business 
hours after the malfunction is discovered. The permittee shall.provide a written 
statement giving all pertinent facts; including the estimated duration of the 
breakdown, within two weeks of discovery of the malfunction. When the 
condition causing the failure or malfunction has been corrected and the 
equipment is again in operation, the permittee shall notify the Director, Southwest 
Regional Office, in writing. 
(9 VAC 5-80-110, 9 VAC 5-20-180 C, and Condition 18 of NSR permit issued 
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May 22, 2012) 

Insignificant Emission Units 

37. Insignificant, Emission Units - The following emission units at the facility are 
identified ih^he appjWation aslhsignificarit enriissipri units under 9 VAC 5-80-720: 

Emtesien 
Unit No. Emission Unft Description Citation 

PoHwtant 
BnRW 

(5-80-720 B.) 

Rated 

(S-80-720 
d> 

34 " • MyriatibAcid = 
(regeneration Of deioqizers) 

: 9 VAC 5 ^ 7 2 ? 6 ' Hydf6ch!|oric : 
Acids; , -

52 
• '•' Defoimer ' 

(Coolant Pit and Wastewater Treat 
, menjj 

9;VAC5i«0.72pB 
. M • ' . ' \ ' 

VOC -

56 Hydraulic. Oil 9 VAC 5-80^p.B VOC > 
57 Parts Washer 9 VAC 5-80-720 B VOC -
61 UV Ink (Printing on Mirror Back) 9 VAC 5-80-720 B VOC -

62 
Rubber Adhesive 

(Attach particle board mirror 
backing) 

9 VAC 5-80-720 B 

. f . 

VOC -

64 
* \ ' \ 

Air conditioning unit for vinyl 
storage 9 VAC 5-80-720B 

; ' Chld'ro-
difluorb-
methane 

-

65 Motor oil tank 9 VAC 5-80-720B VOC -

66 Usedoil tarik 9VAC5%0i726B voc ' -

thesp emission uhik are presumed to be in compliance with 611 requirements of 
the federal Clean Air Act as may apply. Based on this presumption, no monitoring, 
recordkeeping, or reporting ^hall be required for these emission units iii 
accordance with 9 VAC 5-80-110. 
(9 VAC 5-80-110) 

Permit Shield & Inapplicable Requirements 

38. Permit Shield & Inapplicable Requirements - Compliance with the provisions 
of this permit shall be deemed compliance with all applicable requirements in 
effect as ofthe permit issuance date as identified in this permit. This permit 
shield covers only those applicable requirements covered by terms and 
conditions in this permit arid the following requirements which have been 
specifically identified as being not applicable to this permitted facility: 
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^ - y j ^ . y ^ S r i ^ - i j v ' ^ f e - y y v . . - ~. iV:-1?: 

40 CFR 64 Compliance Assurance Monitoring ' - ' 
40 CFR 63 
V 

MAQTSuBpag DDDDD -National 

' ^ # ^ W ^ ' W # | r W 
Air Pollutants for Major Sources: 
Industrial, Commercial, and. 
Institutional Boilers and Process 
Heaters 

Emission Unit 3A exempt 
peri40CFR63[,7g7S, 
Definition of Hot Water 
Heater 

Nothing in this permit shield shall alter the provisions pf §303 ofthe federal Clean 
Air Act, including the authority of the administrator under that section, the liability 
of the owner for any yiolatibh of applicable requirements prior to or at the time of 
permit issuance, or the ability to obtain information by ([) the administrator 
pursuant to §114 of the federal Clean Air Act, (ii) the BOard pursuant to §10.1-
1314 or §10,1-1315 of the Virginia Air Pollution Control L|w or (iii) the < 
Department pursuant to f 10.1-1307.3 ofthe Virginia Air Pollution Control Law. 
(9VAC5-80-110 and 9VAC5-80-140) 

General Conditions 

39. General Conditions - Federal Enforceability - All terms and conditions in this 
permit are enforceable by the administrator and citizens under the federal Clean 
Air Act, except those that have been designated as only state-enforceable. 
(9 VAC 5-80-110) 

40. General Conditions - Permit ,Expiration - This permit has a fixed term of five 
years. The expiration date shall be the date five years from the date of issuance. 
Unless the pwr^er subrnjts a tirnely and cprnplete application for renewal to the 
Pep^rtment.ppnsis^ent with the requirenjents pf 9 ^(^5.-80-80, fbp right of tbe 
facility |o operate shall be t e r r r i ^ 
(9 VAC 5-8O-8O, 9 VAC 5-8O-110 and 9 VAC 5-80^70) 

41. General Conditions - Permit Expiration - The owner shall submit an 
application for renewal at least six months but no earlier than eighteen months 
prior to the date of permit expiration. 
(9 VAC 5-80,80, 9 VAC 5-80-110 and 9 VAC 5-80-170) 

42. General Conditions - Permit Expiration - If an applicant submits a timely and 
complete application for an initial permit or renewal under this section, the failure 
of the source to have a permit or the operation of the source without a permit 
shall not be a violation of Article 1, Part II of 9 VAC 5 Chapter 80, until the Board 
takes final action on the application under 9 VAC 5-80-150. 
(9 VAC 5-80-80, 9 VAC 5-80-110 and 9 VAC 5-80-170) 
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43. General Conditions - Permit Expiration - No source shall operate after the time 
that it is required to submit a timely and complete application under subsections 
C and D of 9 VAC 5-80-80 for a renewal permit, except in compliance with a 
permit issued under Article 1, Part II of 9 VAC 5 Chapter 80. 
(9 VAC 5-80-80, 9 VAC 5-80-110 and 9 VAC 5-80-170) : 

' •• • ' : . k U j . v ' i. . •. T'. • • -\\r. 

44. General Conditions - Permit Expiration - If an applicant submits a timely and 
complete, application under section 9 VAC 5-8O-8O fpr a permit renewal but the 
Board fails to issue or deny the renewal permit before the end of the term of the 
previous permit, (i) the previous permit shall not expire until the renewal permit 
has been issued>pr denied and (ii) all the terms and conditions of the previous 
permit, including any permit shield granted1 pursuant to 9 VAC :5-8O140, shall 
remain in effect from the date the application is determined to be complete until 
the! r#newa| #e#nit is* issued^ or denied. , i , 
(9 VAC 5-80-80, 9 VAC 5-80-110 and 9 VAC 5*80-170) 

45. General Conditions - Permit Expiration - The protection undersubsections F 1 
and F 5 (ii) of section 9 VAC 5-80-80 F shall cease to apply if, subsequent to the 
completeness determination made: pursuant section 9 VAC 5-80-30 D, the 
applicant fails to submit by the deadline specified in writing, by the Board any 
additional information identified as being needed to process the application. 
(9 VAG 5-80-80„9:VAC 5-80-11,0and 9 VAC 5-80-170) 

46r General Conditions ? Recordkeeping and Reporting - All records of 
monitoring information maintained to demonstrate compliance with the terms and 
conditions ofthis permit shall contain, where applicable, the following: 

••• '.. : •- ' . ' I - ' 1 • • . , '. . 
a. The date^ place as defined in the permit, and time of sampling or -

measurements; 

b. The date(s) analyses were performed; 
.< s ; '•• • . •., ' • 

c. The company or entity that performed the analyses; 

d. The analytical techniques or methods used; 

e. The results of such analyses; and 

f. The Opjeratjng conditions existing at the time of sampling or measurement. 
(9 VAC 5-80-110) 

47. General Conditions Recordkeeping and Reporting - Records of all 
monitoring data and support information shall be retained for at least five years 
from the date ofthe monitoring sample, measurement, report, or application. 
Support information includes all calibration and maintenance records and all 
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original strip-chart recordings for continuous monitoring instrumentation, arid 
copies of all reports required by the permit 
(9 VAC 5-80-110) 

48. General Conditions Recordkeeping and Reporting - The permittee shall 
submit the results of monitoring contained in any applicable requirement to DEQ 
no later than March 1 and September 1 of each calendar year. This report must 
be signed by a responsib|e official consists and shall 
include: . . . . . . . : - -. ;. 

a. The time period included in the report. The time periods to be addressed are 
January 1 to June30 and July 1 to December 31; and f : • 

' - ' •• ' ( • ' . ' • . • . ' ! • , I » 

b. All deviations from permit requirements. For purpose of this permit, deviations 
include, but are not limited to: 

i. Exceedanoes of emissions'limitations or Operatiohal restrictions; 

ii. Excursions from control device operating parameter requirements, as 
documented by continuous emission monitoring^ periodic monitoring, or 
Compliance Assurance Monitoring (CAM)'which indicates an 
exceedance of Emission limitations or operational restrictions; or, 

iih Failure to meet monitoring, recordkeeping, or reporting requirements 
contained in this permit. 
' • ' --< I' - ••• • V, r-

If there were no deviations from permit conditions during the time period, the 
permittee ishail include a statement in the report that "no deviations from permit 
requirements occurred during this semi-annual reporting period." 
(9 VAC 5-80-110) 

49. General Conditions - Annual Compliance Certification - Exclusive of any 
reporting required to assure compliance with the terms and conditions of this 
permit or as part of a schedule of compliance contained in this permit, the 
permittee shall submit to EPA and DEQ no later than March i each calendar 
year a certification of compliance with all terms and conditions of this permit 
including emission limitation standards or work practices for the period ending 
December 31. The compliance certification shall comply with such additional 
requirements that may be specified pursuant to §114(a)(3) and §504(b) of the 
federal Clean Air Act. The permittee shall maintain a copy Of the certification for 
five (5) years after submittal of the certification. This certification shall be signed 
by a responsible official, consistent with 9 VAC 5-80-80 G, and shall include: 

a. The time period included in the certification. The time period to be addressed 
is January 1 to December 31; 
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b. The identification of each term or condition of the permit that is the basis of 
the certification; 

c. The compliance status; , 

d. Whether compliance was continuous or intermittent, and if not continuous, 
documentation of each incident of non-compliance; 

e. Consistent with subsection 9 , VAC 5-80-110 E, the method or methods used 
for determining the compliance status of the source at the time of certification 
and over the reporting period; 

f. Such other facts as the permit may require to determine the compliance 
status of the source; and 

'•• • ' - i ••• •" • ' . . : i .• • 

g. One copy of the annual compliance certification shall bet submitted to EPA in 
electronic format only; The certification document should be sent to the 
following electronic mailing address: 

R3_APD_Permits@epa.gov 
(9 VAC 5-80-110) 

• • i ••• . . • . .< • . . • . 
50. General Conditions- Permit Deviation Reporting • The permittee shall notify 

the Director, Southwest Regional Office, within four daytime business hours after 
discovery of any deviations from permit requirements which may cause excess 
emissions for more than one hour, including those attributable to upset conditions 
as may be defined in this permit. In addition, within 14 days of the discovery, the 
permittee shall; provide a written statement1 explaining the problem, any corrective 
actions or preventative measures taken, and the estimated duration of the permit 
deviation. The occurrence should also toe reported in the next semi-annual 
compliance monitoring report pursuant to Condition 48 ofthis permit. 
(9 VAC 5^80-110 F. 2), 

51. General Conditions - Failure/Malfunction Reporting - In the event that any 
affected facility or related air pollution control equipment fails or malfunctions in 
such a manner that may cause excess emissions for more than one hour, the 
owner shall no later than four daytime business hours after the malfunction is 
discovered, notify the Director, Southwest Regional Office, of such failure or 
malfunction and within 14 days provide a written statement giving all pertinent 
facts, including the estimated duration ofthe breakdown, Owners subject to the 
requirements of 9 VAC 5-40-50 C and 9 VAC 5-50-50 C are not required to 
provide the written statement prescribed in this paragraph for facilities subject to 
the monitoring requirements of 9 VAC 5-40-40 and 9 VAC 5-50-40. When the 
condition causing the failure or malfunction has been corrected and the 
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equipment is again in o 
Southwest Regional Office. 
(9VAO5-50-110and0VAO5-20-150) 

52. General Conditions ^allure/MalfunotlonRenortlng-Theemissi^^ 
haveoontinuousmonitorssuhjectto0VAO5-40-50Oand0VAO5-50-50Oare 
notsuhjecttothe14daywritten notification. 
(0VAO5-20-150) 

53. GeneralOohdlt lons^Severabl l l ty^Thetermsof^ 
ahyoondltion, requirementorportionoftheperm^ 
under any circumstance, such invalidity or inapplic^oility sh^ 
the remaining conditions, requirements, or portions ofthe permit. 
(0VAO5-30^110) ^ ^ 

54 General Oondl t lons-OutytoOomply-Thepermi t teesha^ 
terrri^ahdcb 
vIolationofthefederalOleanAirActorthe^^ 
hoth and is ground forentoroement aotioh; for permit^te 
reissuance, ormodification;or,fordenialofapermit renewal application. 
(0VAO5-30-110) ^ i ^ 

55 General Oondlt lons-NeedtoHaltorReduce Actlvl tynotaOetense-l tshal l 
notpeadefenseforaper^ 
necessarytehaltorreducethep^ 
withthecondltiohsofthis permit. 
(9VAO5-30-110) 

55. Genera lOondl t lons^Rerml t^^ 
themethodofoperatiOhot,this^^ 
underStateRegulafions0VAO5-30^^ 
0VAO5^30-2000andmayrequireapermitm0diflcation 
as may he authorized in any approved alternative operatirig scenanos 
(9VAO5-30-110,0VAO5-30-100and0VAO5-30-250) 

57. GeneralOondltlons-PropertyRlghts^Theperr^it does not convey any 
property rights ofany sort, orany exclusive privilege. 
(0VAO5-30-110) 

55. GeneralOondltlons-Outyto Submit Informatlon^The permittee shall f u m ^ 
tothe Board,withinareasonahle time, any inforrnationthatthe Board may 
request in writing to determine whether cause exists for modifying,revoki^ 
reissuing, orterminating the permitortodetermine compliance with the permit. 
Upon request, the permlttee shall also furnish to the Board copies of records 
required to he kepthythe permit and, for information claimed to he confidential, 
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the permittee shall furnish such records to the Board along,with a claim of 
confidentiality. 
(9 VAC 5-80-110) 

59. General Conditions - Duty to Submit Information - Any document (including 
reports) required in a permit condition to be submitted to the Board shall contain 
a certification by a responsible official that meets the requirements-of 
9 VAC 5-80-80 G. 
(9..VAG 5-80-110.) 

60. General Conditions, - Duty to Pay Permit Fees - The owner of any source for 
which a permit under 9 VAC 5:80-50 through 9 VAC 5-8 WOO was issued ghall 
pay permit fees consistent with the requirements of 9, VAC5^0-310 through 
9 VAC 5*80-350 in addition to an,annual permit maintenance feesconsistent with 
the irequirements of'9 A/AC 5-80^2310 through 9 VAC 5-80r-235G). The actual 
emissions covered by the permit programmes for lie- Rreisejing (year .shall be 
calculated by the owner and submitted to the Department by April 15 of each 
year. The calculations and final amount of emissions are subject to verification 
and final determination by the Department. The amount of the annual permit 
maintenanjse fee shall be.the largest applicable.base permiti maintenance fee 
amount from Table 8*11 Aiin 9 VAC 5r80,-234Qf adjusted annually by the; change 
in the Consumer Price Index.. - f . ; 

(9,VAC 5-80N110,9 VAC 5.^:340 and# VAC & 8 0 ^ , 
'' • i : -ii !.'. )P ' : . ' ii. iX.-- • '':>}•• • • • 

61. General Conditions - Fugitive Dust Emission Standards - During the 
Operation of a stationary source pr any other building, structure, facility < or 
installation, no owner or other person shall cause or permit any materials or 
property to be handled, transported, stored, used, constructed, altered, repaired, 
or demolished without taking reasonable precautions to prevent particulate 
matter from becoming airborne. Such reasonable precautions maysinclude, but 
are not limited to, the following: 

' 
a. Use, Where possible, of water or chemicals for control of dust in the 

demolition of existing buildings or structures, construction operations, the 
grading of roads, or the clearing of land; 

b. Application of asphalt, water, or suitable chemicals on dirt roads, materials 
stockpiles, and other surfaces which may create airborne dust; the paving of 
roadways and the maintaining of them in a clean condition; 

c. Installation and use of hoods, fans, and fabric filters to enclose and vent the 
handling of dusty material. Adequate containment methods shall be employed 
during sandblasting or similar operations; 
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d. Open equipment for conveying or transporting material likely to create 
objectionable air pollution when airborne shall be covered or treated in an 
equally effective manner at all times when in motion; and, 

e. The prompt removal of spilled or tracked dirt or other materials from paved 
#reetis'ar# of dried sedimebts resulting from soil erosion, 

(9 VAC 5-50-90 and 9 VAC 5-80-110) 

62. General Conditions - Startup, Shutdown, and Malfunction - At all times, 
including periods of startup, shutdown, and soot blowing, and malfunction, 
owners shall, to lhe extent praelioabfe operate'eny affected facility 
inqludihg ass# in a)manher consistent with 
air̂ pbllWioh^e'brftrol ̂ practices for minimizing emissions. Determination of whether 
acceptable operating and maintenabce procedures are being used will -be based 
o N l i l M l i i M thef oartl, l^hWmay ibcluGlev botisbotlimitedto, 
rhonitdfing r#Mts, opacity 6bse&atib#,'review of operating and maintenance 
procedures, and înspection of the source. 
(9 VAC 5-50«_d E Arid 9 VAC 5-80-110) 

63. Genera! Conditions;- Alternative'Operating Scenarios - Cbntemporaneously 
with' making a 'change between reasonably anticipated operating scenarios 
identified in this permit, the permittee shall record in a |̂ g^at the permitted facility 
a record ofthe sc#ar1o(urider#i#it',is operaling. T^^rMitshield^scribed 
in 9 VAC 5-80-140 shall extend to all terms and conditions under each such 
operating scenario. The terms and conditions^ Pach sw6##emative scenario 
shall,rrieet all-applicable requirements including the requirements of 9 VAC 5 
Chapter 80, Article?!. 
(9*VAC5-80-i10) '• . 

64. General Conditions - Inspection and Entry Requirements - The permittee 
shall allow DEQ, upon presentation of credentials and other documents as may 
be required by law, to perform the following: 

,; ' ' - 1 " A •. ' i , 

a: Enter upon the premises where the source is located or emissions-related 
activity is conducted, or where records must be kept under the terms and 
conditions of the permit. 

b. Have access to and copy, at reasonable times, any records that must be kept 
under the terms and conditions of the permit. 

c. Inspect at reasonable times any facilities, equipment (including monitoring 
and air pollution control equipment), practices, or operations regulated or 
required under the permit. 
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d. Sample or monitor at reasonable times' substances or parameters for the 
purpose of assuring compliance with the permit or applicable requirements. 

(9 VAC 5-170-130, 9 VAC 5.-80-110 K.2, and Condition 19 of the NSR permit 
issued May 22, 2012) 

65. General Conditions - Reopening for Causer - The permit shall be reopened by 
the Board jf additional federa! requirements became ̂ p|icao|e to a major source 
with a remaining permit term 6f tbree years or more" Such feppiirilng shall be 
completed no later than 18 months after promulgation ofthe applicable 
requirement. No such reopening is required if the effective date ofthe 
requirement i f later than trie date on wriich me permit iidue toekrjire, unless the 
d)%ln$ilp%h^A^r ari^-df its arid 'cq'i^itions'nal 'Wn' extenBed'''puriuant to 
9 VAC 5:80-80 F, the condltionis for rec|perjjhg a permit are as follows: 

a. The permit shall be 'reop^r^^the'goand'or the hdmini#atbr determines that 
the fj^itbbhta:iris a maWr#lm^sia%or prttnaccwai$ staWrMents were 
macle in Mablishihg the* emissibbs standards or othef ter^is or conditions of 
the permit. ' " ' 

b. The permit shall be reopened if the administrator or the Board determines that 
the permit must be revised or revoked to assure compliance with the 
^ppi i^^^uin^moh^s. ' \ J > r 

c. the permit shâ || not b^ reopened by the 'Board if additional applicable state 
require^ a major source piiorto the expiration date 
established under 9 VAC '54b-1i'0 D. ; ' • 

(9 VAC 5-66-1 t o ) : ; 1 

66. General Conditions - Permit Availability - Within five days after receipt of the 
issued permit, the permittee shall maintain the permit on the premises for which 
the.permit h§6 been issued and shall rriake the permit immediately available to 
DEQ upon request. 
(9 VAq*5-80-110 abd 9 VAC 5:80-150) 

••i i • - ••" • . , 

67. General Conditions - Transfer of Permits - No person shall transfer a permit 
from one location to another, unless authorized under 9 VAC 5-80-130, or from 
one piece of equipment to another. 
(9 VAC 5-80-110 and 9 VAC 5-80-160) 

68. General Conditions - Transfer of Permits - In the case Of a transfer of 
ownership of a stationary source, the new owner shall comply with any current 
permit issued to the previous owner. The new owner shall notify the Board ofthe 
change in ownership within 30 days of the transfer and shall comply with the 
requirements of 9 VAC5-80-200. 
(9 VAC 5-80-110, 9 VAC 5-80-160, and Condition 23 ofthe NSR permit issued 
May 22,2012) 
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69. General Conditions- Transfer of Permits - In the case of a name change of a 
stationary source, the Owner shall comply with any current permit issued under 
the previous source name. The owner shall notify the Board of the change in 
source name within 30 days of the name change and shall, comply with the 
r # r e ^ : 
(9 VAC 5-80-110, 9 VAC 5-80-160, and Condition 23 of the NSR permit issued 
May £2,2012) ' 

70. General Conditions ? Permit Revocation or Termination for Cause - A permit 
may^he revoked qr teg jnaM ^ its expiration date if to^pwner^hbwingly 

" i i^^<ti |nfe:!n the perr^jt a p j l ^ b ^ pra^amendrnents 
thereto Or if the permittee violates, fails, neglects or refuses to cOrnply with the 
terms,^ c p n ^ requirements, or the applicable 

:c^jt^riis },ajfl. for, such penopJpff tijne es(the, W ^ ^ ^ y ^ ^ ^ M ^ y permit for 
any grounds for revocation or termination of for any 'om^r.'vibl^ipnl'o^tiiese 
regulations. 
(? ;^AC 5-§0r11Q, 9 VAC^-8p^90Cand9V>\p 5-8p-26jD) 

, ! h
 , J 'V . . • - I . . . . 

71. General Conditions - Duty to Supplement or Correct Application - Any 
applicant who fails to submit any relevant facts of who has submitted incorrect 
j p ^ l j q f i J n a ̂ rmjt app|icaj ipn^^ of such failure or 
ingVT^ Submittal,, p^ corrections. An 
applicant shall also provide a ^ d i t t o ^ a ^ ^ ^ ^ n as necessary tp address any 
requirements that become applicable to the source after the date a complete 
application was filed but prior to release of a draft permit. 
(9 VAC 5-80-110 and, 9, VAC 5-80-8Q.E) . 

72. General Conditions - Stratospheric Ozone Protection - If the permittee 
NwwW&YW , •'. Vi;,..!' f 'i »,».«< <V i -1 * Jv*;it; r^A "s: <} \~\Yt\- '• ' : - ;<•» •»•: '•:;>, I I 

handles or emits one or more Class I or II substances subject to a standard 
promulgated under or established by Title VI (S|ratosph^Mc Pzph of 
the federal Clean Air Act, the permittee shall comply with all applicable sections 
of 4.0 CFR Part 82, Subparts A to F ; 

(9 VAC 5-80-110 arid 40 CFR Part 82) 

73. General Conditions - Asbestos Requirements - The permittee shall comply 
with the requirements of National Emissions Standards for Hazardous Air 
Pollutants (40 CFR 61) Subpart M, National Emission Standards for Asbestos as 
it applies to the following: Standards for Demolition and Renovation (40 CFR 
61.145), Standards for Insulating Materials (40 CFR 61.148), and Standards for 
Waste Disposal (40 CFR 61.150). 
(9 VAC 5-60-70 and 9 VAC 5-80-110) 
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74 General Oondl t ions-Aooldent^ l Release Praven t lon - l f t he p e r m i t 
more, orwill have more thanathreshold quantity otaregulated substance ina 
process, asdeterminedby40 0FR55.115,the permitteeshallcomplywiththe 
requirementsof40OFRPart55. 
(0VAO5-50-110and40OFRPart55) 

75 General C o n d i t i o 
revision shall be required underanytederally approved economic incentives, 
marketable permits, emissionstrading and other similar programsor processes 
forchanges that are provided torin this permit. 
(0VAO5-50-110) 

75. General Oondltlone-EmlaelonsTradlng-Where the trading of emissions 
Increases and decreases within the permitted facility is to occurwithin the context 
ofthis permitand to theextentthatthe regulations providefortradingsuch 
increases and decreases withoutacase-by-case approval of each emissions 
trade: 

a. Alltermsand conditions required underOVAO 5-50-110, except subsection 
N, shall be included to determine compliance. 

b. The permit shield described InOVAO 5-50-140 shall extendtoallterms and 
conditions that allow such increases and decreases in emissions. 

c. The ownershallmeetall applicable requirements including the requirements 
of 0VAO5-50-50through0VAO5-50-300. 

(0VAO5-50-110) 


